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LINT TRAP PRODUCT LINES
• LINT LASSO

• OPL-200
• OPL-300
• DLF-500
• WLF-700

TRUSTED PRODUCTS SINCE 1985



LASSO

 Easy to clean internal lint screen
 Installs horizontal or vertical
 Installs indoors or outdoors
 Designed for use without booster fans
 Pairs well with exhaust booster fans

The Lint Lasso is designed for applications “too small” to accommodate a central lint collector.
The Lint Lasso extracts lint from the dryer exhaust airflow to provide a clean duct run and prevent 
environmental pollution. Typically used on long dryer duct runs or projects requiring a booster fan. 

• Prevents clogged exhaust duct
• Prevents lint buildup on exhaust booster fans
• Reduces fire hazards
• Reduces duct cleaning & maintenance labor

Par t  #: LL(X)-(X) = Incoming Duct Size
Example: 8” Duct = LLB -8

Outlet  duct diameter is increased for use without 
booster fan. Out let  can be reduced on-si te i f  pa ired 
with booster fan. Please refer to indiv idual model 
submit ta l  packet for more informat ion. 

LLS
Stainless-Steel

Overview

IN-LINE
LINT TRAP

Benefits

FIBERGLASS 
FRP

GALVANIZED 
METAL

STAINLESS 
STEEL

MAX 
CFM

INLET / 
OUTLET

LLM-4 LLS-4 300 4” / 6”

LLB-8 LLS-8 1000 8” / 10”

LLM-8-12-i LLS-8-12-i 1200 8” / 12”
LLB-10 LLS-10 1700 10” / 12”

LLM-10-14-i LLS-10-14-i 1800 10” / 14”
LLB-12 LLS-12 2200 12” / 14”

LLM-12-16-i LLS-12-16-i 2500 12” / 16”
LLB-14 LLS-14 2500 14” / 16”
LLB-16 LLS-16 3200 16” / 18”
LLB-18 LLS-18 3700 18” / 20”
LLB-20 LLS-20 4500 20” / 22”

LLB 
Fiberglass FRP 

LLM 
Galvanized Metal

• NEW “i” design has better dryer airflow and
higher cfm rating

• LLB is best for outdoor installation
• LLM has fastest production lead time
• LLS is best for institutional projects
• LLM or LLS should be selected to match the

ductwork material used on project

Selection

PURCHASE INCLUDES:
Filter Assembly, Probe Tip, Hose, Over-Pressure Alarm



Lin t  Lasso A la rm & Fan Cont ro l  Op t ions

Example  Layout  & Ins ta l la t ions

SPM-B2 Upgraded Alarm
Wall Plug Operated

“EQ” Automatic Multi-Speed
UL Certified Control Panel

Standard Pressure Alert
Battery Operated

Single Speed
Fan Control

Standard Booster Fan Layout

EQ Booster Fan Layout

Example LLM-8-12-i Layout

Many configurations 
available! 



 Operates passively from airflow
 Lint accumulates on internal screen and 

falls into collection bag
 Large internal screen for less frequent 

cleanout and better airflow
 Fiberglass or stainless-steel 

construction

The OPL-200 series is designed for small laundry 
projects, that do not desire a large central lint trap.

THE ORIGINAL “SELF-CLEANING” LINT TRAP

• Prevents clogged exhaust duct
• Prevents lint buildup on booster fans
• Reduces environmental pollution
• Reduces duct cleaning & maintenance
• Reduces fire hazards
• Indoor or outdoor installation

PURCHASE CONSIST OF:
Filter Assembly, Probe Tip, Hose, Over Pressure Alarm

OPL-201 
Fiberglass Model

Options Shown: Wall Mount Bracket

OPL-203-SS 
Stainless-Steel Model

Overview:

IN-LINE
LINT TRAP

Benefits:

ADDITIONAL OPTIONS*
SPM-B2 Alarm, SO2 Side Outlet, IPS (OPL-203 Only)

Options Shown: SO2, Lint Drum 

*OTHER OPTIONS AVAILABLE; BOOSTER FAN SYSTEMS NOT SHOWN IN BROCHURE

Installation:
• OPL-201 & OPL-202 models are 

commonly paired individually per dryer.
• OPL-203 model is commonly paired 

with 2-3qty dryers, as a central lint trap.



OPL-200 SPECIF ICATIONS

Example  Layout  & Ins ta l la t ions

OPL-201
OPL-201-SS

OPL-202
OPL-202-SS

OPL-203
OPL-203-SS

BOOSTER FAN 
MODELS

CONSTRUCTION

FIBERGLASS
/

  STAINLESS
STEEL

FIBERGLASS
/

  STAINLESS
STEEL

FIBERGLASS
/

  STAINLESS
STEEL

CUSTOM TO 
PROJECT

CFM RATING 1,000 1,800 2,500

CONSULT CCS
FOR BOOSTER

FAN SIZING

STANDARD 
INLET/OUTLET 8”/10” 10”/12” 14”x26” / 16”

IPS OPTION
SCREEN AREA 62FT 92FT 122FT

A 46” 76” 76”

B 16” 26” 26”

E 27” 32” 36”

*ALL OPL-200 FILTERS CAN BE WALL MOUNT OPTION UPON 
REQUEST. 

OPL-201 STANDARD FLOOR MOUNT
WITH SO2 SIDE EXHAUST OPTION

OPL-202 WALL MOUNT
WITH SO2 SIDE EXHAUST OPTION

OPL-203 CEILING HUNG 
WITH STANDARD VERTICAL EXHAUST

• FOR PROJECTS WITHOUT ADEQUETE PHYSICAL SPACE FOR 
OPL-200, REFER TO CCS LINT LASSO FILTER SERIES

• OPL-200 SERIES OPERATES PASSIVELY ON DRYER AIRFLOW,
    AND DOES NOT REQUIRE INCOMING UTILITIES

• CCS CAN ASSIST IN LAUNDRY PROJECT DESIGN

LINT 
BAG

INLET

OUTLET



 Operates passively from dryer airflow
 Lint accumulates on internal screen and 

falls into collection bag
 Easy to clean lint collection bag
 Large internal screen for less frequent 

cleanout and better dryer airflow
 Fiberglass or stainless-steel 

construction

The OPL-300 series is fit for medium-sized 
 laundry applications without compressed air utilities. 

OPL-300 is typically paired to several independent 
dryers, or a single common duct run.

UTILITY-FREE DRYER LINT FILTER

• Prevents clogged exhaust duct
• Prevents lint buildup on booster fans
• Reduces environmental pollution
• Reduces fire hazards
• Reduces duct cleaning & maintenance
• Can be combined with booster fan system

OPL-308 Fiberglass Model 

Overview:

“CENTRAL”
LINT TRAP

Benefits:

PURCHASE CONSIST OF:
Filter Assembly, Probe Tip, Hose, Over Pressure Alarm

*DRYER BOOSTER FAN SYSTEMS:

Single Speed or VFD
Booster Fan

 

Equalizer VFD
Control UL Panel

Fan Control
 UL Approved+ or

*BOOSTER FAN SYSTEMS ARE CUSTOM PER PROJECT

+

Installation:
• Typically combined with 2-5qty dryers
• Vertical or Horizontal outlet vent option
• Custom paint colors available 
• CCS laundry design support available



OPL-300 SPECIF ICATIONS

Example  Layout  & Ins ta l la t ions

OPL-308 ROOFTOP FLOORMOUNT
OPTIONS SHOWN: IPT, WH3

OPL-303
OPL-303-SS

OPL-305
OPL-305-SS

OPL-306
OPL-306-SS

OPL-308
OPL-308-SS

OPL-310
OPL-310-SS

CFM RATING 3,000 5,000 6,000 8,000 10,000

SCREEN AREA 162FT 242FT 352FT 442FT 522FT

A 82” 96” 92” 104” 116”

B 44.5” 44.5” 45” 45” 45”

C 16” x 36” 16” x 36” 18” x 46” 18” x 46” 18” x 46”

D 16” x 36” 16” x 36” 18” x 46” 18” x 46” 18” x 46”

E 44” 44” 56” 56” 56”

INLET

OUTLET

OPL-305 INDOOR FLOORMOUNT
OPTIONS SHOWN: EFC2

OPL-303 INDOOR CEILING HUNG
OPTIONS SHOWN: EQ FAN SYSTEM, 
LINT DRUM, BD3, IPS, IPT (OUTLET)

ADDITIONAL OPTIONS*

SPM-B2 Alarm IPS Inlet Plate WH3 Weather Hood LINT DRUMEFC2  Fire Suppression 

*OTHER OPTIONS AVAILABLE; BOOSTER FAN SYSTEMS NOT SHOWN IN BROCHURE

NECESSARY W/ FAN

• All OPL-300 are available with vertical exhaust option • CCS recommends over-sizing filter by at least 10% of total cfm



FIBERGLASS 
FRP

STAINLESS 
STEEL

MAX CFM
RATING

BOOSTER FAN 
MODELS

DLF-504-SS 4,000

CUSTOM TO 
ORDER

CONSULT CCS
FOR 

SELECTION

DLF-506 DLF-506-SS 6,000

DLF-508 DLF-508-SS 8,000

DLF-510 DLF-510-SS 10,000

DLF-511 DLF-511-SS 11,000

DLF-515 DLF-515-SS 15,000

DLF-518 DLF-518-SS 18,000

DLF-522 DLF-522-SS 22,000

DLF-525 DLF-525-SS 25,000

DLF-530 DLF-530-SS 30,000

DLF-540 DLF-540-SS 40,000 FAN 
REQUIRED

 Accumulates lint passively from dryer airflow. 
Uses compressed air blow-down to clean 
internal screen 1x per hour (adjustable).

 Lint deposited into collection bag using true 
cyclonic airflow design.

 Best selection for serious laundry projects
 Best selection for high CFM projects 
 Best selection for laundry with sand or debris
 Pairs extremely well with booster fan systems
 Fire Retardant Fiberglass or Stainless-Steel

DLF-500 is typically paired with a single large dryer, 
or several smaller dryers in a combined duct run.

COMMERCIAL DRYER LINT EXTRACTOR

• Prevents clogged exhaust duct
• Prevents lint buildup on booster fans
• Reduces environmental pollution
• Reduces fire hazards
• Reduces duct cleaning & building maintenance
• Better airflow than competition
• Easier and faster installation than competition
• CCS laundry design support available

DLF-508 FRP Fiberglass
Right Hand Inlet

Overview:

HEAVY-DUTY
LINT TRAP

Benefits: DLF-508 Stainless Steel
Left Hand Inlet

Installation:

• Utilities required: compressed air, 115V electrical, 
    tap water (if EFC option is used)
• Fully Assembled and ready for utilities connection 
• Highly customizable design –per project layout
• Vertical or Horizontal outlet vent option 
• Left or Right inlet orientation option

+



NEW 2026 DLF-500 Series Options & Upgrades:

VCT 
Air Tank Reservoir

IPT – Inlet Plenum 
with 5 Slip Collars 

Frequently Purchased Additional Options:
EFC  - Emergency Fire Control System
IPM  - Inlet Plate with Slip Collars - custom 
IPT -  Inlet Plenum Transition – custom
VTC-30 / VTC-60 - 30 or 60 Gallon Air Reservoir Tank 
(Vertical with valves, gauge, plugs and fittings pre-installed)
CC-104 - Aluminum Lint Drum Cannister
500-11 – Sacrificial internal abrasion liner on SS models CC-104 Aluminum

 Lint Drum

Example  Layout  & Ins ta l la t ions
DLF-515 

CEILING HUNG

MULTIPLE 
DRYER 

APPLICATION

OPTIONS SHOWN: 
CUSTOM DUCTING, 

HANGING LINT 
CHUTE, IPM, VTC, 
EQ-FAN SYSTEM

INDEPENDENT TO 
INDUSTRIAL DRYER

DLF-510-SS
LEFT HAND INLET 

VERTICAL EXHAUST

OPTIONS SHOWN: LEG 
EXTENSIONS

2026 PURCHASES CONSIST OF:
DLF-500 with PRE-ASSEMBLED “VALVE ASSEMBLY”

DLF CONTROL BOX, OVER-PRESSURE ALERT, AND SOLENOID VALVES
FULLY READY FOR IN-FIELD INSTALLATION 

Other Additional Custom Options:
LEG EXTENSIONS & CROSSBRACING SUPPORT
CUSTOM LINT COLLECTION BAG OR CHUTE
HEAVY DUTY STAINLESS FILTER SCREEN



FIBERGLASS 
FRP

STAINLESS 
STEEL

MAX CFM
RATING

BOOSTER FAN 
MODELS

WLF-706 WLF-706-SS 6,000 CUSTOM TO 
ORDER

CONSULT CCS 
FOR 

SELECTION 

WLF-715 WLF-715-SS 15,000

WLF-725 WLF-725-SS 25,000

WLF-735 WLF-735-SS 35,000 FAN REQUIRED

CCS RECOMMENDS OVERSIZING WLF SELECTION BY 
20% OF TOTAL CFM VOLUME USED IN PROJECT.

 Internal water jet system passively extracts lint from
dryer airflow.

 Lint is deposited into collection bag for easy disposal.
 Water is recirculated through lint collector

automatically.
 Water is re-filled in bottom tank automatically
 Internal baffle system reduces over-spray from outlet
 Best selection when total lint capture is critical
 Fire Retardant Fiberglass or Stainless-Steel

construction

WLF-700 is typically paired with 
several dryers in a combined duct run.

100% CAPTURE - COMMERCIAL DRYER LINT EXTRACTOR

• Highest possible lint capture
• Prevents clogged exhaust duct
• Prevents lint buildup on booster fans
• Reduces environmental pollution
• Reduces fire hazards
• Reduces duct cleaning
• Better airflow than competition

WLF-715-SS
Left Hand Inlet

Overview:

WET-STYLE
LINT TRAP

Benefits:

Installation:

• Utilities required: 3Phase electrical, tap water
• All plumbing is factory ready to minimize

installation time
• All units pass 24hour factory test to ensure quality
• Vertical or Horizontal outlet vent option
• Left or Right inlet orientation option
• CCS laundry design support available

+



Benefits & Trade-offs of the WLF-700 Model

Example  Ins ta l la t ions
WLF-725-SS

LEFT HAND INLET

INSTALLED OUTDOOR IN 
TROPICAL ENVIRONMENT 

CONNECTED TO 
DOWNSTREAM EXHAUST FAN 

(NOT SHOWN)

WLF-715
RIGHT HAND INLET

SIDE OUTLET EXHAUST 

CUSTOM INLET 
TRANSITION PIECE 

Additional Custom Options:
LEG EXTENSIONS & CROSSBRACING SUPPORT
CUSTOM INLET TRANSITION PIECE FOR INCOMING DUCT
CUSTOM OUTLET TRANSITION PIECE TO MATCH DUCTWORK

Benefits:
• 100% Lint Capture
• Excellent for international projects because replacement parts can be sourced locally.
• Excellent for coastal resorts where pool towel laundry has sand debris.
• Excellent for use in tropical environments.
• Can be operated continuously per laundry shift. 
• Long equipment lifespan (with proper maintenance) due to design simplicity.

Trade-offs:
• Higher equipment cost and longer production lead time than DLF-500 model
• Longer installation time than DLF-500 model
• Higher back pressure resistance than DLF-500 model
• Water mist overspray from outlet of lint collector (adjustable)
• Requires regular staff maintenance to ensure proper operation.
• Requires semi-annual internal “scrub” to prevent lint buildup inside machine
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For specific equipment submittals 
please contact Clean Cycle Systems. 

CCS offers laundry venting design assistance for all 
products at no additional cost. 

Project designers are recommended to contact CCS 
for any project exceeding dryer manufacturer's 

recommended guidelines. 

QUESTIONS OR CONCERNS?
EMAIL: CCSYSTEMS@TQIND.COM

PHONE: 800-826-1245 

CCS products are sold through approved equipment 
dealer and mechanical representatives. 

mailto:CCSYSTEMS@TQIND.COM
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